
 

Vilnius city dance theatre Low Air 

Dance performance 

Feel-Link 

Perfomance duration: 40 min. (no intermission) 
Idea and Choreography: Laurynas Žakevičius and Airida Gudaitė 
Light design: Eugenijus Sabaliauskas, Povilas Laurinaitis 
Scenography and costume design: Renata Valcik 
People traveling: 3 

GENERAL TECHNICAL SPECIFICATION 

Please pass this General Technical Specification to your Production / Technical Managers for care-
ful consideration. The following General Technical Specification is generic and can be negotiated 
on the basis of the mutual consent between the promoter, the venue and at least four weeks prior to 
any performance. 

 STAGE 

• We require a minimum performance area of 9 meters wide by 7 meters deep. Optimal perfor-
mance area of 11 meters wide by 9 meters deep; 

• The performance area floor is to be solid, flat and sprung covered with black dance floor. Hard 
floor’s such concrete are not acceptable; 

• Black velvet wings and back drop hung “Italian” way; 
• Ability to rig masking, lighting instruments above the performance space; 
• Adequate access equipment (ladders, telescope, cherry pickers, genies etc) in order to focus and 

rig the lighting 

 SET 

• 2 recycling containers 

It should be agreed between organizer and company. The set is simple and there is two ways how to 
deal with it – transport company ones (transport costs applies) or arranged it by organiser in the 
venue place. 

http://ottoenvironmentalsystems.thomasnet-navigator.com/item/commercialrefuse-and-recycling-
containers/european-style-4-wheel-containers/770-liter? 



Remarks in case organiser arranges it. Containers should be brand new. Colour black or graphite 
grey. Capacity 770 liters. For the performance they are slightly modified – we make four holes in 
the castors for making container stable. 

  

 SOUND 

• Playback 

1 Professional quality range CD player 
1 CD player as a back up 

• Control 

Stereo L and R inputs for each of the above playback. 
Stereo outputs for FOH PA system. 

• FOH PA 

System must be capable of loud and clear reproduction of all frequencies free from any distortion, 
hiss or interference to all parts of the auditorium 

• Monitors 

2 monitors downstage right and left 

 LIGHTING 

Complete blackout onstage with minimal light leak from FOH. 

• Programmable lighting desk with the ability to record groups on sub masters (Preferably ETC in 
other case we need help with programing); 

• 21 x ETC Source four Zoom 25-50deg profile; 

• 2 x 2kw Robert Juliat 710 SX2 Zoom 9-25deg profile; 

• 4 x 2kw Robert Juliat 329 HF fresnel with barndoors; 

• 18 x PAR 64 CP61; 

• 2 x PAR 64 CP60; 

• MDG Atmosphere hazer; 

• The company will provide all lighting filters 



The company person will operate sound and LX from the same position. The control position needs 
to provide a clear view of the stage and the ability to hear the playback. 

 LOCAL CREW 

• 2 stage technicians; 
• 4 light technicians; 
• 1 sound technicians 

 DRESSING ROOMS 

• 1 dressing room; 
• The dressing rooms for the performers should be heated and equipped with chairs, tables, mir-

rors, lights and hot water; 
• All dressing room spaces must be secure from unauthorised personnel from the load in until the 

end of the get out 

Performance fee: discussed separately. 
Additional costs: traveling, hotel, per diem. 

For any further information, please, do not hesitate to contact: 
Laurynas Zakevicius 
Phone: +370 684 30191 
E-mail: laurynas@lowair.lt




